EXISTING CURB &
REMOVAL

SAW CUT

GUTTER

* VARIES 87.8" TO 90.3’

*133.0’

NNV S

** VARIES 89.0" TO 103.17

TYPICAL PARKING LOT SECTION

* FULL PARKING LOT SECTION WITH CURB & GUTTER
** PARKING LOT SECTION WITH ROLLED ASPHALT CURB

** VARIES 133.0° TO 0.0’

v, TO 2.0%
» VARIES O"BQ/TO 0.50%

* % VARIES 2.0%
PRIME COAT, MC-30

(0.35 GAL/SQ YD)

HMA SURFACE COURSE, 1 1/2”
MIX D, N50

HMA BINDER COURSE, 2 1/2”
[L-19.0, N50

AGGREGATE BASE COURSE, 12”
TYPE B

COMPACTED SUB-GRADE
WITH LIMESTONE STABILIZATION

VARIES 2.0% 10 0.50%

Bo-12 REVERSE PITCH
CURB & GUTTER

EMBANKMENT

TEMPORARY ROLLED
ASPHALT CURB
5/I><5//

ROLLED ASPHALT CURB SECTION

TOPSOIL, 4~
SEED & MULCH

WEST PARKING LOT
ADDITION - PHASE 1I
TYPICAL SECTION
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